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UNITED STATES COAST PILOT CORRECTIONS

COAST PILOT 2               34 Ed 2005        Change No. 15
                                                                    LAST NM 21/05
Page 54—Paragraphs 297 to 304; strike out.

(33 CFR 110.60) 24/05

Page 58—Paragraph 399; strike out.
(33 CFR 110.60) 24/05

Page 61—Paragraph 471, line 1; read:
47˚34'08.9"N., 71˚19'25.8"W.; thence
(33 CFR 110.145) 24/05

Page 64—Paragraph 540; read:
point “F” 41˚10'05.0"N., 73˚09'54.5"W.; to

(33 CFR 110.148) 24/05

Page 65—Paragraph 568, line 2; read:
beginning at a point on shore at La Guardia Airport at

(33 CFR 110.155) 24/05

Page 84—Paragraph 1128, line 2; read:
Rahway River, at Linden, New Jersey, shall operate as ...

(33 CFR 117.743) 24/05

Page 89—Paragraph 1230, line 8 to Paragraph 1231; read:
approved material is available for inspection at the U.S.
Coast Guard, Office of Operating and Environmental Stan-

dards (G-MSO), 2100 Second Street SW., Washington, D
20593-0001, and at the National Archives and Records A
ministration (NARA). For information on the availability of
this material at NARA, call 202-741-6030, or go to: http:
www.archives.gov/federal_register/code_of_federal_ regu
tions/ibr_locations.html. All approved material is availabl
from the sources indicated in paragraph (b) of this section

(b) The material approved for incorporation by referenc
in this part and the sections affected are as follows:

International Maritime Organization (IMO),4 Albert
Embankment, London SE1 7SR, England. IMO Assemb
Resolution A.601(15), Provision and Display of Manoeu
vering Information on Board Ships, Annex Sections 1.
2.3, 3.1 and 3.2 with appendices, adopted on 19 Novem
1987 .. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .157.450

IMO Assembly Resolution A.744(18), Guidelines on
the Enhanced Programme of Inspections During Surve
of Bulk Carriers and Oil Tankers, Annex B sections 1.1.3
1.1.4, 1.2-1.3, 2.1, 2.3-2.6, 3-8 and Annexes 1-10 wi
appendices, adopted 4 November 1993 .. . . . . . . .157.430

IMO Assembly Resolution A.751(18), Interim Stan
dards for Ship Manoeuvrability, Annex sections 1.2, 2.
2.4, 3-4.2 and 5, adopted 4 November 1993 with Explan
tory Notes in MSC/Circ. 644 dated 6 June 1994 . .157.445

Oil Compaines International Marine Forum (OCIMF),
15th floor, 96 Victoria Street, London SW1E 5JW, Eng
land. International Safety Guide for Oil Tankers and Term
inals, Fourth Edition, Chapters 6, 7 and 10, 1996. .157.435
(33 CFR 157.02) 24/05

Page 114—Portion of Table 161.45(b); read:

(33 CFR 161.45) 24/05

Page 131—Paragraph 2147, lines 3 to 8; read:
paragraph (d)(1)(I) of this section for —

(A) Any tank barge with a capacity of less than 25,000
barrels, operating in an area with limited depth or width such
as a creek or small river; or

(B) Any tank barge operating on any water within the
COTP Zone, if the operator demonstrates tot he satisfaction
of the COTP that the barge employs an equivalent level of
safety to that provided by the positive control provisions of
this section. Each request for an exemption under this para-
graph must be submitted in writing to the cognizant COTP
no later than 7 days before the intended transit.

(33 CFR 165.100) 24/05

Page 134—Paragraph 2245, line 1; read:
41˚20'53.3"N., 72˚05'04.8"W.; then north-northeast ...
(33 CFR 165.140) 24/05

Page 145—Paragraph 2678; read:
40˚30'58"N., 72˚58'25"W.
(33 CFR 166.500) 24/05
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Page 198—Paragraph 68, lines 4 to 7; read:
Channel Buoy 2A and Chatham Lighted Whistle Buoy C
Anchorage may also be had in depths of 5 to 10 fathom
about 1 mile northeastward of ...

(20/05 CG1; NOS 13237; LL/05) 24/05

Page 198—Paragraph 76, lines 1 to 2; read:
Off the southeast end of ...
(18/05 CG1; LL/05) 24/05

TABLE 161.45(b)–VTS ST. MARYS RIVER REPORTING POINTS

Designator Geographic name Geographic description Latitude/Longitude Notes

5 West End of Locks West Center Pierhead Light 4 6°30.2'N, 84°22.2'W Upbound Only.

6 East End of Locks East Center Pierhead Light 46°30.1'N, 84°20.3'W Downbound Only.
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Page 198—Paragraph 76, lines 7 to 8; read:
observed across the 10-fathom contour east of the entrance
to Great Round Shoal Channel. (See Tidal Current Tables for
predictions.)

(18/05 CG1; LL/05) 24/05

Page 249—Paragraph 134, lines 1 to 4; read:
A dredged channel in Taunton River leads from Somerset

to Peters Point, 6.7 miles above the Brightman Street
Bridge, thence to Taunton, 12.5 miles above Fall River. In
May 2001, the channel had a controlling depth of 6.4 feet to
Peters Point, thence 4 feet was reported to be available to
Taunton.

(CL 293/05; BPs 185471-76) 24/05

Page 252—Paragraph 191, lines 11 to 20; read:
head, marks aslow-no-wakezone. In November 2004, the
controlling depths were 3.1 feet (3.6 feet at midchannel) in
the entrance channel, thence 0.3 feet at midchannel to the
turning basin at the head of the cove with 0.8 to 5 feet in the
basin; 3.4 to 6 feet was available in the anchorage basin
southward of the entrance channel. In 1976, a rock ...

(BPs 184850-51) 24/05

Page 259—Paragraph 278, lines 4 to 6; read:
Potowomut Neck. A dredged channel leads through the
entrance of the river. In December 2004, the channel had a
controlling depth of 2.7 feet. Caution is necessary to avoid
rocks with depths ...

(CL 409/05; BP 185516; CL 321/05) 24/05

Page 281—Paragraph 245, line 2; read:
Pawcatuck Point, extends about 4 miles to Westerly. In
1997, the ...

(CL 655/04; NOS 12372) 24/05

Page 302—Paragraph 142; read:
A slow no-wakespeed limit is enforced at Old Saybrook

between the railroad bridge and Buoy 20, 0.25 mile above
the Connecticut Turnpike Bridge.

(CL 205/05) 24/05

Page 307—Paragraph 218, lines 13 to 18; read:
In August 2004, the controlling depths in the dredged chan-
nel were 3.2 feet to the junction of East River and Sluice
Creek, thence 1.5 feet in Sluice Creek, thence 6 feet in the
left half of the channel and 2.2 feet in the right half, to the
anchorage basin with 1 to 6 feet in the basin except for shoal-
ing to bare toward the northeast limit and in the south half of
the ...

(CL 375/05; BPs 185561-62) 24/05

Page 328—Paragraph 77, lines 8 to 15; read:
above the channel entrance. In December 2004-March 2005,
the controlling depth in the entrance channel was 7.5 feet
(8.9 feet at midchannel) to the anchorage basin, thence 8.8
feet in the anchorage basin except for shoaling to 5 feet near

the southwestern edge. The channel is ...
(BPs 185557-58; CL 417/05) 24/05

Page 331—Paragraph 125, lines 9 to 11; read:
1999, the controlling depth was 4.7 feet (6.8 feet at midcha
nel) to the head ...

(BPs 185637-38; CL 425/05) 24/05
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